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Mixer Amplifier M 70

Short instructions for putting amplifier
into operation

Rear:
Check whether voltage selector is set for the actual mains voltage.

Make sure to have the right fuses (110 V = 1.6 amp., 220 V = 0.8
amp.).
Connect amplifier with earthing-contact power cable.

Connect a 6-ohm loudspeaker to a 6-ohm jack or a 15-ohm loud-
speaker to a 15-ohm jack or two 15-ohm loudspeakers to two | |
6-ohm jacks.

Connect record player, tape recorder, etc.

Front:

Connect microphones with shielded cable, volume control of in-
puts in.about position 5.

1

Depress “mains” pushbutton. Pilot lamp lights up.
The amplifier is switched on.

Set totalizing volume control and totalizing tone control as de-
sired.



Technical Data:

Output — sine wave power:

Output — music power:
Distortion factor:
Signal-to-noise ratio:

Outputs:

4 mixer unit inputs:

1 input:

1 input:

Totalizing volume control:

Totalizing tone control:
Basses: 100 cps.
Trebles: 6000 cps.

Mains supply voltage:

32 watts

40 watts

5% at rated output

Better than 60 db for rated output

3 telephone-type jacks 6.35 mm
1. 6 ohms or 2x 15 ohms

2. 15 ohms

3. 100 volts optional

5-point standard jack for connection of
Echolette reverberation unit E 51

5-point standard jack for connection. of
a tape recorder

1 telephone-type jack, 6.35 mm, volume,
trebles or basses variable, for connection
of microphones without or with trans-

former and electric musical instruments.

Sensitivity: 1 mV — 100 mV to 2 MOhms

Volume control with reverberation
switch,
tone control
100 cps.: 0 to —10 db
or 6000 cps.: 0 to —15 db

5-point standard jack for connection of
the Echolette reverberation unit E 51

5-point standard jack for connection of
a tape recorder, a record player or an
electric organ.

Sensitivity: 0.1 -— 1 V to 1 MOhm.

continuously variable

continuously variable * 15 db
continuously variable * 15 db

110V, 130V, 150V, 220V, 240V, 250 V
a. c. voltage 50 — 60 cps.

Power consumption:

Equipped with:
Valves:

Rectifiers:
Lamps:

Fuses:
Primary for 110—150 V:
‘Primary for 220—250 V:
Secondary:

Dimensions:

Weight:

95 VA no-load operation
130 VA full-load operation

ECC 808

EL 84

ESK 1/10 or 5 x B 0680
7V, 300mA, E10

6.3V, 30mA, W2d
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1 x 1.6 amp. slow
1 x 0.8 amp. slow
2 x 0.4 amp. slow

430 x 245 x 150 mm
11.6 kg





















